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Holder of Certificate: BUGLO Play Sp. z o.o.
ul. BoWiD 4
75-209 Koszalin
POLAND

Certification Mark:

 
Product: Slides

The product was tested on a voluntary basis and complies with the essential requirements. The 
certification mark shown above can be affixed on the product. It is not permitted to alter the 
certification mark in any way. In addition, the certification holder must not transfer the certificate to 
third parties. This certificate is valid until the listed date, unless it is cancelled earlier. All applicable 
requirements of the testing and certification regulations of TÜV SÜD Group have to be complied. For 
details see: www.tuvsud.com/ps-cert

Test report no.: 713230471-4

Valid until: 2026-11-28

Date, 2021-12-15

( Tobias Hofmann )
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Model(s): 8156, 8157, 8158, 8159

Parameters:
The items are made of robinia wooden poles dia. 160 to 200 mm, 
Stainless steal attachment slide or plastic PE segment trough slide.

Slide 8156, 8157, 8158
Stand allone slide, entrance made of two robina poles 
Ø160 – 200 mm, with stainless steel rungs. 
The slides are made of stainless steel, Entrance length 35.7 cm, 
Height of side barrier 74.7 cm, Crossbar height 70 cm, 
Inclination 38°, exit length 75.2 cm (10°),
Sliding section side wall height 17 cm.

8156 Entrance height, 1,2 m; Lenght of sliding section 1.5 m 
8157 Entrance height, 1,5 m; Lenght of sliding section 1.99 m
8158 Entrance height, 1,8 m; Lenght of sliding section 2.48 m

8159
Slope slide made of a robina entrance platform, 
with crossbar and side panels. The slide is made of PE Segments. 
Entrance segment, straight, right and left curve and exit segment. 

Entrance height about 30 cm above the slope.
The height of the slide: 
1.2; 1.5; 1.8; 2.1; 2.4; 2.7; 3.0; 3.3; 3.6 and 3.9 m

Tested 
according to:

EN 1176-1:2017
EN 1176-3:2017
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This certificate has been digitally signed by TÜV SÜD Product Service GmbH on behalf of the certificate issuing certification body as named in the pdf document's footer.
 
The sole responsiblity for the content of the certificate is with the certificate issuing certification body.




